VQV
Tichawa Vision GmbH
made in Germany

Blister Inspection /’ Food Inspection

VDCIS Industrial Scanner

VDCIS -
300-1800 mm § : g e 3

Pat.-Nr. DE 10 2012 024 359 B4

VisionSyszems

~Innovators

SAwards
I

60 MM WORKING CONVENTIONAL
DISTANCE CIS APPLICATION
Compatible with ©9-12mm
hygienic staqdards in working distance
food processing *05- 1,5 mm = Compact Size - Fits any Machine
depth of field

. = Color (RGB) and Monochrome available

QUALITY

N = Highest Resolution 500—1000 dpi
".“ '. = Telecentric Scanning for
R i Demanding Imaging:

Profiled Metal, Glass, Wood & Ceramics;
Food & Food Packaging; Blister

16 MM DEPTH OF FIELD u Modlfled Depth of Field and Working
3D objects perfectly in focus | Distance upon request



VD(DISTANCE)CIS MONOCHROME

Resolution Pixelsize  Depth Working Max. Line White Red Green Blue uv IR
(dpi nom.) (mm nom.) of Field Distance Rate (kHz) (Amber) 360 nm 850 nm/
(mm) (mm) 940 nm
25 1 > 70 60 45 v v v v v v
50 0,5 50 60 45 v v 4 v v v
100 0,25 25 60 45 4 v v v v v
250 0,1 10 60 45 v v v v v v
500 0,05 5 60 27 4 v v 4 v v
1000 0,025 2,5 60 15 v v/ v v v/ v/
VD(DISTANCE)CIS COLOR/RGB CROSS SECTION
Resolution Pixelsize  Depth Working Max. Line .
(dpi nom.) (mm nom.) of Field Distance Rate (kHz) Aluminium
(mm) (mm)
25 1 >70 60 23
50 0,5 50 60 23
100 0,25 25 60 23
250 0,1 10 60 23
500 0,05 5 60 14 s o o
1000 0,025 2,5 60 7,5 y
A VDCIS Standard Scan Widths 2 O
300, 600, 900,1200, 1500, 1800 mm
12", 24", 36", 48", 60", 72" inches
85,00
ADDITIONAL OPTIONS
Scale: 1:3

e Customized Scan Widths e Power supply: (24 + 1) VDC
e Internal illumination ¢ CE Approval
¢ Multicolor illumination * OEM solutions

e Camera Link Interface

N/

Tichawa Vision GmbH

A Sensor dimensions and illumination geometry
(DOF: Depth of Field, WD: Working Distance)
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